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   Features    Benefits

NLB 5625
Laser scanner 500 scans/decodes

1D laser

  

The NLB 5625 fixed mount laser scanner combines 

fast and accurate scanning technique in a housing of 

45 mm width and 22 mm height. The housing is 

manufactured of zinc-dicast and equipped with a solid 

packing, it allows use in ruggedized environments.

WirelessCabled Stationary OEM

  

 Laser scan engine  Variable distance reading

 Classification I laser 
product

 Optimal safety for your 
eyes

 Available with RS232 
interface

 Compatible with almost 
any device

 Scan rate up to 500 scans 
per second

 Fast decoding of both wide 
and small barcodes

 Zinc-dicast housing (IP54)  Durable housing
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Electrical specifications 

Optical specifications 

Identification 

Functionality 

Environmental specifications 

Physical specifications 

Regulatory 

Voltage requirement 5V ± 5%
Current concumption 50 mA (reader connected but not triggered)
Rush current 2.5A (after power up)
Power consumption max. 150 mA

Light source 650 nm visible laser diode
Deflection system rotating polygon
Scan rate 500 scans/sec
Spot velocity 77500 mm/sec at 100 mm
Decode rate 500 decodes/sec
Focal plane 100mm
Reading width 54mm at 60mm, 174mm at 200mm
Min. Resolution at PCS 0.9 0.15 mm ( 6 mil )
Min. PCS value 0.45
Depth of field 60mm ~ 320mm (PCS 0.9, resolution 1.00mm),  

60mm ~ 275mm (PCS 0.9, resolution 0.5mm), 
60mm ~ 190mm (PCB 0.9, resolution 0.25mm), 
80mm ~ 160mm (PCB 0.9, resolution 0.2mm), 
90mm ~ 120mm (PCS 0.9, resolution 0.15mm)

Supported barcode symbologies Codabar - Code 39 - Code 93 - Code 128 - 
EAN 8 incl. +2,+5 - EAN 13 incl. +2,+5 - 
IATA - Industrial 2of5 - Interleaved 2of5 - 
MSI/Plessey - UPC-A incl.+2,+5 - UPC-E 
incl. +2,+5

Trigger mode external hardware trigger, serial software 
trigger

Configuration parameters can be set by RS 232 or menu 
book

Interface RS232

Temperature in operation 0  -  +45 °C
Temperature in storage -10  -  +60 °C
Humidity in operation 20 - 85 % (non condensing)
Humidity in storage 10 - 90 % (non condensing)
Ambient fluorescent light 3.000 lux max.
Ambient white light 3.000 lux max.
Ambient direct sun light 50.000 lux max.
Shock vibration test 12 - 100 Hz with 2G for 1 hour
Protection against dust and moistureIP 54

Dimensions (l x w x h) 22 x 45.4 x 35.2 mm
Case material Zinc dicast
Weight body 68 g
Weight cable 71 g
Cable length 2 mtr straight
Connector RS232 DB25 F with external power

Laser safety class IEC 825, Class I laserproduct
EMC EN 55022, EN 55024 
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