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Stratos

MMeettrroollooggiicc  IInnssttrruummeennttss,,  IInncc..  iiss  aa  gglloobbaall  ssuupppplliieerr  ooff

cchhooiiccee  ffoorr  ddaattaa  ccaappttuurree  aanndd  ccoolllleeccttiioonn  hhaarrddwwaarree,,

ooppttiiccaall  ssoolluuttiioonnss,, aanndd  iimmaaggee  pprroocceessssiinngg  ssooffttwwaarree..

MMeettrroollooggiicc  hhaass  bbeeeenn  ddeelliivveerriinngg  iinnnnoovvaattiivvee,,  qquuaalliittyy

pprroodduuccttss  tthhaatt  aarree  ccoosstt  eeffffeeccttiivvee,,  rreelliiaabbllee  aanndd

ssuuppppoorrtteedd  bbyy  tthhee  hhiigghheesstt  lleevveell  ooff  ppeerrssoonnaall  sseerrvviiccee

ffoorr  nneeaarrllyy  4400  yyeeaarrss..    MMeettrroollooggiicc  pprroodduuccttss  aarree  ssoolldd

wwoorrllddwwiiddee  tthhrroouugghh  MMeettrroollooggiicc''ss  ssaalleess,,  sseerrvviiccee  aanndd

ddiissttrriibbuuttiioonn  ooffffiicceess  llooccaatteedd  iinn  TThhee  AAmmeerriiccaass,,  EEMMEEAA

aanndd  AAssiiaa//PPaacciiffiicc..  MMeettrroollooggiicc  pprroovviiddeess  iittss  ccuussttoommeerrss

nnoott  oonnllyy  wwiitthh  aa  ggrreeaatt  ddeeaall,,  bbuutt  aa  ggrreeaatt  ddeeaall  mmoorree..

FFoorr  mmoorree  iinnffoorrmmaattiioonn  vviissiitt  wwwwww..mmeettrroollooggiicc..ccoomm..

SSaalleess   ssuuppppoorrtt   aanndd  tteecchhnnii ccaall   aassss ii ss ttaannccee  

aarree  aavvaaii llaabbllee  wwoorr llddwwiiddee..
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MS2xxx SERIES Stratos®

PRODUCT GUIDE

High Performance, Slim Line

Bioptic Scanner/Scales
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100 mm (4”) below counter depth 

Sapphire or Diamonex horizontal glass

Decodes all standard 1D and RSS codes

Complete kits standard 

Factory integrated EAS antenna

Metrologic is proud to offer its line of 5 and 6-sided, 360° bioptic scanner/scales for the

retail POS market requiring high throughput front end scanning. What differentiates the

Stratos series from other bioptic scanners is a patented modular design that provides

ease of setup and maintenance ensuring minimum down time and maximum customer

service, as well as a 100 mm (4”) below counter depth, which comfortably supports

seated and standing checkout environments.

The Stratos series offers several types and sizes of 5 and 6-sided scanner/scales

ranging from 353 mm (13.9”) to 508 mm (20”) in length, assuring there will be a

Metrologic solution to meet front end checkout requirements for high throughput POS

scanning and weighing.  

About Stratos Bioptic Scanner/Scales

A L L  S T R A T O S  B I O P T I C  M O D E L S  F E A T U R E :
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CCoonntteennttss
About Bioptic Scanner/Scales

Stratos Selection Chart

MS232x StratosH
TM

MS2122 StratosE
TM

MS22xx StratosS
TM

Scale Partners

Specifications
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7-8

1

Flash ROM upgrades

Bar code based configuration

PC based configuration

Powered port for hand-held scanner

Sunrise 2005 compliant

MS232x StratosHTM
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Application requires a 66--ssiiddeedd  bbiiooppttiicc  ssccaannnneerr//ssccaallee
or ssccaannnneerr  oonnllyy  mmooddeell and checkout counter 
accommodates an above counter height of 178 mm
(7”) and model lengths of 508 mm (20”) and 
420 mm (16.5”).

Application requires a 55--ssiiddeedd  bbiiooppttiicc  ssccaannnneerr//ssccaallee
or ssccaannnneerr  oonnllyy  mmooddeell and checkout counter 
accommodates an above counter height of 130 mm
(5.1”) and model lengths of 399 mm (15.7) and
353 mm (13.9”).

Application requires a 66--ssiiddeedd  bbiiooppttiicc  ssccaannnneerr  oonnllyy
model and checkout counter accomodates an above
counter height of 178 mm (7”) and model length of
399 mm (15.7”).

Choosing the model to best match your application requirements

MS2122 StratosETM

MS22xx StratosSTM

66--SSiiddeess,,  336600°°  SSccaannnniinngg  ffoorr  MMaaxxiimmuumm  PPeerrffoorrmmaannccee  aanndd  CChheecckkoouutt  SSppeeeedd

Stratos Series Bioptic Scanner/Scale Selection Chart

Sides

Description Scanned Length Width Tower Width Tower Height

StratosH
MS2320 Scanner/Scale Full Length 6 20"   (508 mm) 11.5" (292 mm) 11.5" (292 mm) 7"   (178 mm)

MS2321 Scanner Only Full Length 6 20"   (508 mm) 11.5" (292 mm) 11.5" (292 mm) 7"   (178 mm)

MS2322 Scanner Only Compact 6 16.5" (420 mm) 11.5" (292 mm) 11.5" (292 mm) 7"   (178 mm)

StratosE
MS2122 Scanner Only Sub-compact 6 15.7" (399 mm) 11.5" (292 mm) 11.5" (292 mm) 7"   (178 mm)

StratosS
MS2220 Scanner/Scale Compact 5 15.7" (399 mm) 11.5" (292 mm) 11.5" (292 mm)      5.1" (130 mm)

MS2221 Scanner Only Compact 5 15.7" (399 mm) 11.5" (292 mm) 11.5" (292 mm) 5.1" (130 mm)

MS2222 Scanner Only Sub-compact 5 13.9" (353 mm) 11.5" (292 mm) 11.5" (292 mm) 5.1" (130 mm)

55--SSiiddeess,,  336600°°  SSccaannnniinngg  ffoorr  HHiigghh  TThhrroouugghhppuutt  SSccaannnniinngg

Things to consider before ordering a bioptic scanner:

1. Determine if you want a scanner only or a combination scanner with scale.

2. If you are ordering a scanner with scale, specify if you need to order remote display.

3. RS232 interface is standard. Specify if you need a different interface.

4. If you are ordering a scanner with scale, specify if you want a single cable or dual cable to 
transmit data.

5. When ordering a scanner with scale, specify if you require the weight in pounds or kilograms.

6. Check the dimensions of your counter opening including the space you have above the 
vertical tower. Stratos series is available in 5 different dimensions.



ffeeaattuurreess

MECHANICAL DIMENSIONS

SSuunnrriissee  22000055  CCoommpplliiaanntt

MS232x StratosHTM
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MS2122 StratosET M
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bbeenneeffiittss
• 6-sided, 360° scanning

• StratosSSYYNNCC - vertical and horizontal scanning zones

• StratosSSWWAAPP - field replaceable optical scanning modules

• StratosSSCCHHOOOOLL - operator training software

• StratosSSCCOOPPEE      - visual diagnostic indicator

Improves productivity and operator ergonomics by reducing product orientation

Maintains productivity and uptime via independent scanning zones

Scanning systems can be replaced at the checkout lane thus lowering the cost of service

Increases productivity by promoting more efficient and safer scanning techniques

Scanner condition determined at the checkout lane thus lowering the cost of service

MECHANICAL DIMENSIONS

Metrologic’s StratosHTM is a high performance, 66--ssiiddeedd,,  336600°°,,  
bbiiooppttiicc  ssccaannnneerr//ssccaallee well suited for in counter POS front end checkout 
environments demanding maximum performance and speed. The StratosH
series includes a 508 mm (20”) length scanner/scale, 508 mm (20”) length
scanner only and a 420 mm (16.5”) length scanner only. The 100
mm (4”) below counter depth comfortably supports seated
and standing checkout. The vertical tower dimensions
accommodate checkout environments using enclosures
to protect the vertical tower. 

StratosH incorporates Stratos advanced scanning
architecture and StratosSSPPHHEERREE decoding software,
providing high performance scanning with minimal
need for product orientation. 

TM

TM

TM

TM

178 mm
(7”)

100 mm
(4”)

508 mm
(20”)

MMSS22332222 compact size scanner only

178 mm
(7”)

100 mm
(4”)

420 mm
(16.5”)

292 mm 
(11.5”)

All Models

Metrologic’s StratosETM is the most compact, 66--ssiiddeedd,,  336600°°, high
performance bioptic scanner in the market, perfectly suited for space 
constrained POS applications demanding high performance scanning.  This
ssccaannnneerr  oonnllyy  mmooddeell features a compact form factor, including a 399 mm
(15.7”) length and 100 mm (4”) below counter depth, designed to
allow easy integration into most of today’s seated and standing
checkout environments. The vertical tower dimensions
support the use of checkout environments using enclosures
to protect the vertical tower. 

StratosE incorporates Stratos advanced scanning 
architecture, and StratosSSPPHHEERREE decoding software
providing high throughput scanning with minimal
need for product orientation.  

292 mm 
(11.5”)

178 mm
(7”)

100 mm
(4”)

399 mm 
(15.7”)

ffeeaattuurreess bbeenneeffiittss
• 6-sided, 360° scanning

• StratosSSYYNNCC - vertical and horizontal scanning zones

• StratosSSWWAAPP - field replaceable optical scanning modules

• StratosSSCCHHOOOOLL - operator training software

• StratosSSCCOOPPEE      - visual diagnostic indicator

Improves productivity and operator ergonomics by reducing product orientation

Maintains productivity and uptime via independent scanning zones

Scanning systems can be replaced at the checkout lane thus lowering the cost of service

Increases productivity by promoting more efficient and safer scanning techniques

Scanner condition determined at the checkout lane thus lowering the cost of serviceTM

TM

TM

TM

MMSS22332200  full size scanner/scale
MMSS22332211 full size scanner only



MS22xx StratosSTM
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MECHANICAL DIMENSIONS

www.metro log ic .com 6

ffeeaattuurreess bbeenneeffiittss
• 5-sided, 360° scanning

• Multiple interface

• StratosSSYYNNCC - vertical and horizontal scanning zones

• StratosSSWWAAPP - field replaceable optical scanning modules

• StratosSSCCHHOOOOLL - operator training software

Improves productivity and operator ergonomics by reducing product orientation

Allows for quick and easy migration to a new host type or interface thus protecting 
your investment

Maintains productivity  and uptime via independent scanning zones

Scanning systems can be replaced at the checkout lane thus lowering the cost of service

Increases productivity by promoting more efficient and safer scanning techniques

Metrologic’s StratosSTM is the newest addition to the flagship
Stratos family of bioptic scanner/scales.  StratosS is a 55--ssiiddeedd,,  336600°°
ssccaannnneerr//ssccaallee designed with a compact form factor, including a 399 mm
(15.7”) length scanner/scale, 399 mm (15.7”) length scanner only, 353
mm (13.9”) length scanner only and 100 mm (4”) below counter depth.
StratosS is designed to allow easy integration into most of
today’s seated and standing checkout environments.  

StratosS incorporates Stratos advanced scanning 
architecture and StratosSSPPHHEERREE decoding software,
providing high throughput scanning with minimal
need for product orientation.

MMSS22222200 compact scanner/scale
MMSS22222211 compact scanner only

130 mm
(5.1”)

100 mm
(4”)

MMSS22222222  sub compact scanner only

100 mm
(4”)

130 mm
(5.1”)

353 mm
(13.9”)

399 mm
(15.7”)

292 mm
(11.5”)

All Models

TM

TM

TM

MS232x StratosH MS22xx StratosS

Scale Partners 

DIGI

FILIZOLA

Scale Capacity

Minimum Increment

Applications

Host Communication

Remote Display

15 kg (30 lbs)

.005 kg (0.01 lb)

Weight only and Price Computing

Single and Dual interface to host

Single line - weight only        Four line - Price Computing

HERBERT

15 kg (30 lbs)

.005 kg (0.01 lb)

Weight only 

Dual interface to host only

Single line - weight only 

Scale Capacity

Minimum Increment

Applications

Host Communication

Remote Display

METTLER TOLEDO - DIVA

Scale Capacity

Minimum Increment

Applications

Host Communication

Remote Display

15 kg (30 lbs)

.005 kg (0.01 lb)

Weight only 

Dual interface to host only

Single line - weight only 

METTLER TOLEDO - DURA

15 kg (30 lbs)

0 - 6 kg (0.002 kg) 6 -15 kg (0.005 kg) and 15 kg - 6 kg
(0.005 kg) 6 kg - 0 kg (0.002 kg)

Weight only and limited price computing

Single and dual interface to host

Single line - weight only          3 line - Price Computing

Scale Capacity

Minimum Increment

Applications

Host Communication

Remote Display

15 kg (30 lbs)

0 - 6 kg (0.002 kg) 6 -15 kg (0.005 kg) and 15 kg - 6 kg 
(0.005 kg) 6 kg - 0 kg (0.002 kg)

Weight only and limited price computing

Single and dual interface to host

Single line - weight only          3 line - Price Computing

DIBAL

15 kg (30 lbs)

.005 kg (0.01 lb)

Price Computing

Dual interface to host only

Four line - Price Computing

15 kg (30 lbs)

.005 kg (0.01 lb)

Weight only

Dual interface to host

Single line - weight only

Scale Capacity

Minimum Increment

Applications

Host Communication

Remote Display

15 kg (30 lbs)
0 - 6 kg (0.002 kg) 6 -15 kg (0.005 kg) and 15 kg - 6 kg 
(0.005 kg) 6 kg - 0 kg (0.002 kg)

Weight only and limited price computing

Single and dual interface to host

Single line - weight only and 3 line - Price Computing

BIZERBA

AVERY WEIGH-TRONIX
Scale Capacity

Minimum Increment

Applications

Host Communication

Remote Display

15 kg (30 lbs)

.005 kg (0.01 lb)

Weight only and Price Computing

Single and Dual interface to host

Single line - weight onlY and Four line - Price Computing

15 kg (30 lbs)

.005 kg (0.01 lb)

Weight only and Price Computing

Single and Dual interface to host

Single line - weight only and Four line - Price Computing

Scale Capacity

Minimum Increment

Applications

Host Communication

Remote Display

Scale Capacity

Minimum Increment

Applications

Host Communication

Remote Display

Currently Unavailable

Currently Unavailable

Currently Unavailable

Currently Unavailable

Currently Unavailable

Currently Unavailable



MS2320, MS2321 & MS2322 StratosHTM

OPERATIONAL

MECHANICAL

7

MS2220, MS2221 & MS2222 StratosSTM
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MS2122 StratosETM

Length

Width

Depth (below counter)

Height (above counter)

Weight

Light Source

Laser Power (horizontal / vertical)

Depth of Scan Field (horizontal)

Depth of Scan Field (vertical)

Scan Speed

Scan Pattern (horizontal / vertical)

Motor Speed (horizontal / vertical)

Sides Read

Scan Zone

Minimum Bar Width

Decode Capability

System Interfaces

Print Contrast

Number Characters

Roll, Pitch, Yaw

Speaker Operation

Indicators (LED)

Input Voltage

Power

Operating Current

DC Transformers

Laser Class

EMC

Operating Temperature

IP Rating

Light Levels

Storage Temperature

Humidity

Contaminants

Ventilation

ENVIRONMENTAL 

ELECTRICAL

Visible Laser Diode 650 nm + 10 nm
1.1 mW / 1.5 mW
0 mm - 152 mm (0” - 6”) for 0.33 mm (13 mil) bar code
0 mm - 216 mm (0” - 8.5”) for 0.33 mm (13 mil) bar code
6000 scan lines per second
66 (38 / 28)
4800 / 6000 RPM
6
360°
0.152 mm (6 mil)
All standard 1-D bar codes, RSS-14, RSS-Expanded, RSS-14 Limited
RS-232, Aux. RS-232, IBM468x/469x, USB, OCIA
35% minimum reflectance difference
Up to 80 data characters
360°, 60°, 60°
7 tones or no beep; 3 volume settings
Blue = laser on, ready to scan; White = good read, decoding

MS2320 (full size scanner/scale) 508 mm (20”) 
MS2321 (full size scanner only) 508 mm (20”) 
MS2322 (compact scanner only) 420 mm (16.5”)

292 mm (11.5”)  
100 mm (4”) 
178 mm (7”)

MS2320 (full size scanner/scale) 11.8 kg (26 lbs)
MS2321 (full size scanner only) 7.7 kg (17 lbs) 
MS2322 (compact scanner only) 7.3 kg (16 lbs)

5.2 V @ 1.5 Amps / 12 V @ 1.5 Amps
13.5 W (scanning); 5 W (standby)
900 mA (5 V) / 700 mA (12 V) 
Class 1; 5 VDC @ 1.5 A; 12 VDC @ 1.5 A
CDRH & IEC: Class 1 LASER PRODUCT according to IEC 60825-1:1993+A1:1997+A2:2001
FCC, ICES-003 & EN55022 Class A

0°C to 40°C (32°F to 104°F)
IP 55
4842 Lux (450 footcandles)
-40°C to 60°C (-40°F to 140°F)
5% to 95% relative humidity, non-condensing
Sealed to resist airborne particulate contaminants
None required

Visible Laser Diode 650 nm + 10 nm
1.1 mW / 1.5 mW
0 mm - 152 mm (0” - 6”) for 0.33 mm (13 mil) bar code
0 mm - 216 mm (0” - 8.5”) for 0.33 mm (13 mil) bar code
6000 scan lines per second
66 (38 / 28)
4800 / 6000 RPM
6
360°
0.152 mm (6 mil)
All standard 1-D bar codes, RSS-14, RSS-Expanded, RSS-14 Limited
RS-232, Aux. RS-232, IBM468x/469x, USB, OCIA
35% minimum reflectance difference
Up to 80 data characters
360°, 60°, 60°
7 tones or no beep; 3 volume settings
Blue = laser on, ready to scan; White = good read, decoding

399 mm (15.7”) 

292 mm (11.5”)  
100 mm (4”) 
178 mm (7”)
7.3 kg (16 lbs)

5.2 V @ 1.5 Amps / 12 V @ 1.5 Amps
13.5 W (scanning); 5 W (standby)
900 mA (5 V) / 700 mA (12 V) 
Class 1; 5 VDC @ 1.5 A; 12 VDC @ 1.5 A
CDRH & IEC: Class 1 LASER PRODUCT according to IEC 60825-1:1993+A1:1997+A2:2001
FCC, ICES-003 & EN55022 Class A

0°C to 40°C (32°F to 104°F)
IP 55
4842 Lux (450 footcandles)
-40°C to 60°C (-40°F to 140°F)
5% to 95% relative humidity, non-condensing
Sealed to resist airborne particulate contaminants
None required

Visible Laser Diode 650 nm + 10 nm
1.0 mW / 1.0 mW
0 mm - 100 mm (0” - 4”) for 0.33 mm (13 mil) bar code
0 mm - 216 mm (0” - 8.5”) for 0.33 mm (13 mil) bar code
5400 scan lines per second
54 (38 / 16)
6000 / 6000 RPM
5
360°
0.127 mm (5.0 mil)
All standard 1-D bar codes, RSS-14, RSS-Expanded, RSS-14 Limited
RS-232, Aux. RS-232, IBM468x/469x, USB, OCIA
35% minimum reflectance differenceN/a
Up to 80 data characters
360°, 60°, 60°
7 tones or no beep; 3 volume settings
Blue = laser on, ready to scan; White = good read, decoding

MS2220 (compact scanner/scale) 399 mm (15.7”) 
MS2221 (compact scanner only) 399 mm (15.7”) 
MS2222 (sub-contact scanner only) 353 mm (13.9”)

292 mm (11.5”)  
100 mm (4”) 
130 mm (5.1”)

MS2220 (compact scanner /scale) 9.97 kg (22 lbs)
MS2221 (compact scanner only) 7.20 kg (16 lbs) 
MS2222 (sub-compact scanner only) 6.80 kg (15 lbs)

5 V @ 2 Amps / 12 V @ 1 Amps
13.5 W (scanning); 5 W (standby)
900 mA (5 V) / 700 mA (12 V) 
Class 1; 5 VDC @ 2 A; 12 VDC @ 1 A
CDRH & IEC: Class 1 LASER PRODUCT according to IEC 60825-1:1993+A1:1997+A2:2001
FCC, ICES-003 & EN55022 Class A

0°C to 40°C (32°F to 104°F)
IP 55
4842 Lux (450 footcandles)
-40°C to 60°C (-40°F to 140°F)
5% to 95% relative humidity, non-condensing
Sealed to resist airborne particulate contaminants
None required

StratosSCANTM      StratosSWAPTM      StratosSCHOOLTM      StratosSCOPETM      StratosSPHERETM      StratosSYNCTM     StratosSCANTM      StratosSWAPTM      StratosSCHOOLTM      StratosSCOPETM      S


